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Paint pigments

Cosmetics

Solder and other metal alloys

Plastics

Pottery glazes

Ammunition and fishing tackle



Electronics assembly 

Batteries 

Auto body repair 

Ceramics 

Stained Glass 

Foundries



Fishing

Shooting

Arts & Crafts

Home electronics

Home renovation



CNS damage

Anemia

 Reproductive effects 

 Liver and kidney damage

 Probable carcinogen

Heme system damage 

 Storage in body

 Effects in children at very low levels



 Engineering controls:

~ Enclosure

~ Exhaust ventilation

Work practices:

~ Cleanup/decon

~ Personal hygiene

~ Respiratory protection

~ PPE



Applies anywhere workers are 
potentially exposed to lead

 Permissible Exposure Limit (PEL)

 50 ug/m3 as 8-hour average

 or

 400 ug/m3 ÷ hours worked (>8)

Action Level (AL) 30 ug/m3



 Is any employee exposed at or 
above the Action Level?

How?   Evidence of exposure, 
previous air monitoring, employee 
symptoms, etc.



 Full shift (at least 7 hours)

 At least one sample per shift / job
category / work area

 Representative of employee’s    
normal daily lead exposure



All employees under Action Level,

you’re done

 Exposures over Action Level but 

under PEL, at least every six 

months

 Exposures over PEL, quarterly



Must be performed for any new 
operation, process, personnel 
change, or other factor that might 
increase potential exposure to 
lead



 Employees must receive 
information about their 
exposures, in writing, within 
fifteen (15) days.

 If exposures over PEL, information 
must include corrective actions 
designed to reduce exposures



Must implement engineering and 
work practice controls

 Respirators are secondary 
controls!!



Must contain:

Description of the process / job / 
etc.

Details of how exposures will be 

reduced

Air monitoring data



 Implementation schedule

 Work practice controls

 Administrative controls

 Any other relevant information

 Reviewed / updated annually



Must be appropriate for exposure

Written respirator program

When employee asks for one

 PAPR if employee asks for one



Quarterly measurements to 
evaluate effectiveness

 Evaluation within five days of any 
process or production changes



Must have HEPA filter, with backup 
filter

Control system to monitor lead in 
air stream, bypass if fails



 If over the PEL, coveralls or 
equivalent

Gloves, head and shoe covers

Weekly if under 200 ug/m3, daily if

over

 Laundering / disposal



 Surfaces as lead-free as practicable

NO compressed air cleaning

HEPA vacuum, do not dry sweep



No eating, drinking/smoking/etc.

Clean change rooms

 Separate lockers

 Showers at end of work shift

No clothes/ equip. goes home-

AVOID TAKE-HOME LEAD



 Lunchrooms (filtered air)

Wash hands/face

No work clothes in lunchroom 

unless vacuumed



All employees potentially over AL 

 for more than 30 days per year

 Blood lead / ZPP

At least every 6 months

At least every 2 months if over 40

ug/dl



At least monthly during medical 

removal

Notification in writing within 5 

days if over 40 ug/dL

Medical removal at 60 ug/dL, or 

3-test average of 50 ug/dL



Any employee assigned to work

where exposures exceed AL

 Blood lead over 40 ug/dL

Concerns over health status

 Symptoms of lead poisoning



Contents of the Standard

Operations with lead exposure

 Respirators

Medical surveillance

 Lead compliance plan



 Exposure data

 Respirators

 Employee info

Medical surveillance info

 Keep forever!!!
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